
BASSO21
Recommended Preset Settings for TEOd8 Loudspeaker Management System
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Type Freq Q Gain

Bell 50 Hz 3.0 -1.30

High Pass 20 Hz 0.8 --

Low Pass 80 Hz 0.8 --

HPF: 25 Hz Butterworth 24dB

LPF: 60 Hz Butterworth 24dB

LPF@ 80 Hz

Type Freq Q Gain

Bell 60 Hz 3.0 -2.20

High Pass 20 Hz 0.8 --

Low Pass 98 Hz 0.8 --

HPF: 25 Hz Butterworth 24dB

LPF: 70 Hz Butterworth 24dB

LPF@ 100 Hz

Type Freq Q Gain

Bell 66 Hz 2.5 -3.50

High Pass 20 Hz 0.8 --

Low Pass 120 Hz 0.8 --

HPF: 25 Hz Butterworth 24dB

LPF: 85 Hz Butterworth 24dB

LPF@ 120 Hz

Type Freq Q Gain

Bell 80 Hz 2.0 -4.50

High Pass 20 Hz 0.8 --

Low Pass 140 Hz 0.8 --

HPF: 25 Hz Butterworth 24dB

LPF: 101 Hz Butterworth 24dB

LPF@ 140 Hz


